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Temperature Guide 

 Max. Temp. Application 

MFT-6 / MFTC-6 675 °F / 357 °C Temperature sensi�ve applica�ons 

MFT-7 / MFTC-7 775 °F / 413 °C Most general applica�ons 

 

 

MicroFine Solder Tip Cartridges for MX-H9-MFH & CV-H9-MFH Handpiece 

 Part Number Geometry Dimensions 

 
MFTC-6CH5002 
MFTC-7CH5002 Chisel 0.2 mm x 5 mm 

 

MFTC-6CH5004 
MFTC-7CH5004 Chisel 0.4 mm x 5 mm 

 

MFTC-6CH5006 
MFTC-7CH5006 Chisel 0.6 mm x 5 mm 

 
MFTC-6CH5008 
MFTC-7CH5008 Chisel 0.8 mm x 5 mm 

 
MFTC-6CH5012 
MFTC-7CH5012 Chisel 1.2 mm x 5 mm 

 

MFTC-6CN5001 
MFTC-7CN5001 Conical 0.1 mm x 5 mm 

 

MFTC-6CNR5001 
MFTC-7CNR5001 Conical Reach 0.1 mm x 5 mm 

 

MFTC-6CN5003 
MFTC-7CN5003 Conical 0.3 mm x 5 mm 

 

MFTC-6CN5005 
MFTC-7CN5005 Conical 0.5 mm x 5 mm 

 

MFTC-6CNB4501 
MFTC-7CNB4501 Conical Bent 0.1 mm x 4.5 mm 
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MFTC-6CNBR4501 
MFTC-7CNBR4501 Conical Bent Reach 0.1 mm x 4.5 mm 

 

MFTC-6CNB5602 
MFTC-7CNB5602 Conical Bent 0.2 mm x 5.6 mm 

 

MFTC-6CNB4503 
MFTC-7CNB4503 Conical Bent 0.3 mm x 4.5 mm 

 

MFTC-6CNB4505 
MFTC-7CNB4505 Conical Bent 0.5 mm x 4.5 mm 

 

MFTC-6HF5006 
MFTC-7HF5006 Hoof 0.6 mm x 5 mm 

 
MFTC-6CC5007 
MFTC-7CC5007 Chisel Slot 0.7 mm x 5 mm x 1 mm 

 

MicroFine Solder Tip Cartridges for MX-H10-MFT & CV-H10-MFT Tweezers 

 Part Number Geometry Dimensions 

 
MFT-6CH9006 
MFT-7CH9006 Chisel 0.6 mm x 9 mm 

 
MFT-6CH9008 
MFT-7CH9008 Chisel 0.8 mm x 9 mm 

 

MFT-6PW5403 
MFT-7PW5403 Power Wedge Blade 0.3 mm x 5.4 mm 

 

MFT-6CNB6204 
MFT-7CNB6204 Conical Bent 0.4 mm x 6.2 mm 

 

MFT-6CNB6802 
MFT-7CNB6802 Conical Bent 0.2 mm x 6.8 mm 
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North America 
OK International, Inc. 
 
10800 Valley View Street 
Cypress, CA 90630 USA 
Phone: 1-714-799-9910 
Fax: 1-714-828-2001 
 

United Kingdom 
OK International Ltd. 

 
Eagle Close, Chandler’s Ford 
Hampshire, SO53 4NF U.K. 
Phone: 
English: +44 2380 489 100 
Français: +33 1767 104 03 
Deutsch: +49 711 959 69 744 
 

Mexico Distribution 
Markem-Imaje S.A. de C.V. 

 
Av. Gustavo Baz Prada 309 Edif B2 Piso 1 
Col La Loma, 54060 Tlalnepantla,  
Estrado De Mexico, Mexico 
Customer Service: 
English/español: +52 (55) 1086-9840, Option 2 
English/español: +52 (55) 1168-6100, Option 2 
Technical Services:  
English/español +52 55 4770-0221 
 

China 
OK International Shenzhen 

 
4th Floor East, The Electronic Building 
Yanxiang Industrial Zone 
High Tech Road, Guangming New District 
Shenzhen, P.R.C. 
Phone: +86-755-2327 6366 
Fax: +86-755-2329 549 
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